






WORKSHOP PALLET TRUCKS

OVER 20,000 PRODUCTS ONLINE

Pallet Truck
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Load capacity 2000kg. Lowered height of forks 75mm. Fork width 150mm. 160mm Nylon 
Steering Wheels. 70mm Nylon front rollers. All models are complete with an entry and 
exit roller. Ergonomically designed handle with a 3 postion control lever. These trucks are 
manufactured and approved to European GS Standards. Raised height of forks 190mm. Fork 
Length - 1000mm. Width over forks - 520mm.

Hydraulic Stacker 
(Adjustable Forks)

��������������

�:�;�������@

�7�.

�1

�7�Y�P�J�L

�‰������������������� �����_�������������_��
��������

�7�Y�V�K�\�J�[���*�V�K�L�������������������������������������������� �:�P�a�L������

Hydraulic stackers are ideal for loading and unloading items from vehicles/racking.
Lifting is controlled by a hydraulic pump which can be either hand operated or foot operated.
Mobile on 2 swivel 180mm braked nylon castor’s with wheel guards and 2 tandem 80mm 
nylon front rollers. Finish - yellow and black epoxy powder coated. 1000kg capacity.
Tested to EN-1757-1.2001.

Hydraulic Stacker 
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Hydraulic stackers are ideal for loading and unloading items from vehicles racking. Lifting is 
controlled by a hydraulic pump which can be either hand operated or foot operated. Mobile 
on 2 swivel 180mm braked nylon castor’s with wheel guards and 2 tandem 80mm nylon 
front rollers. Finish - yellow and black epoxypowder coated. 1000kg capacity. Tested to 
EN-1757-1.2001. Fixed forks. Maximum lift 1600mm. Lowered fork height 90mm. Width over 
fork 540mm.

Semi Electric Stacker 
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The semi-electric stacker is ideal for loading and unloading a variety of items. Foot operated 
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and unloading. Smooth lifting and lowering. Complete with battery charger - 240V - single 
phase. Mobile on 2 swivel 150mm braked castor’s with wheel guards and 2 tandem 80mm 
nylon front rollers. Finish - black epoxy powder coated. 1000kg capacity. Fork length 150mm. 
Width over fork 580mm. Maximum lift 2500mm. Lowered fork height 90mm.
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HANDY MEASUREMENT GUIDE TERMS & CONDITIONS
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ORDERS: are accepted by us subject to these conditions of sale.
RETENTION OF OWNERSHIP: Title of goods is reserved by Directa UK Limited 
until full payment is received.  Responsibility for maintenance and insurance 
passes to the purchaser on delivery.  Any third party concerned in the use or 
resale of goods must be informed of this condition.
CREDIT: Accounts are opened subject to satisfactory references.  Please supply 
references at time of order.
PAYMENT TERMS: Strictly Nett payment within 30 days of invoice date.  
The Seller reserves the right to charge interest on any amount outstanding beyond 
this time at a rate of 2% over the current minimum lending rate applied by our 
Banker.
CASH WITH ORDER: A discount will be allowed.  Please telephone for details 
of the nett amount due including Carriage and V.A.T.
SPECIFICATIONS: Any descriptions, sizes, dimensions, capacities, weights, etc. 
given in this catalogue are given in good faith for guidance only and are not 
guaranteed as absolutely correct.  We reserve the right to change products 
and/or specifications as part of our continuing programme to improve the overall 
standard and quality of service that we offer.

E & OE (Errors and Omissions Excepted)

CONDITIONS OF SALE

WARRANTY
All statements, technical information and recommendations contained in our literature
are based on tests we believe to be reliable, but the accuracy or completeness thereof 
is not guaranteed and the following is made in lieu of all warranties, express or implied.

 Seller’s and manufacturers only obligation shall be to replace such quantity of the 
product proved to be defective. Neither seller nor manufacturer shall be liable for any 
injury, loss or damage, direct or consequential, arising out of the use of or the inability 
to use the product. Before using, user shall determine the suitability of the product for his 
intended use, and user assumes all risk and liability, whatsoever in connection there with. 

No statement or recommendation not contained herein shall have any force or effect
unless in an agreement signed by officers of seller and manufacturer.




