
 

 
 
 
 
TECHNICAL DATA SHEET 
PRODUCT: Our reference No. VPD1001 
DESCRIPTION: Topstik Instant Bonder Net 20g 
 
GENERAL INFORMATION: 

VPD1001 is a high viscosity ethyl cyanoacrylate adhesive.  It is ideal for gap filling applications and performs 
well on metal to metal bonding and on other industrial substrates.  It is particularly suitable for porous surfaces 
such as Ceramics, Wood and also for Plastics, Rubber, Textiles and Leather.  It is a single component, easy to 
use and cures very rapidly at room temperature.  It has excellent humidity resistance and maintains its strength 
at low temperatures.  The product is solvent free and cures fully, leaving no residue and may be used in 
conjunction with an appropriate Primer. 

 
GENERAL CHARACTERISTICS: 
Appearance:    Colourless 
Corrosivity:    None 
Flash Point:    Greater than 85°C 
Gap Filling Capacity:   0.25mm 
Shelf Life:    6 months 
Specific Gravity:   1.05 
Toxicity:    Non Toxic 
Type:     Ethyl 
Viscosity:    1500 cps @ 25°C 
Vapour Pressure:   Low 
 
PERFORMACE CHARACATERISTICS: 
 
SUBSTRATE       RATE OF CURE 
RUBBER       15-20 seconds 
Nitrile, N-Butyl, Neoprene 
 
METALS       20-30 seconds 
Aluminium, Mild Steel, Galvanised Steel 
 
PLASTICS       15-20 seconds 
PVC, ABS.PMMA, Polycarbonate, Phenolformaldehyde  
 
Tensile Strength      320 DaN/cm(2) 
Tensile Shear       180DaN/cm(2) 
Max/Min Temperature      -60 to +90°C 
 
HOW TO USE: 

Degrease surfaces thoroughly.  Apply a drop of VPD1001 to one of the surfaces to be bonded.  Assemble 
immediately, light contact pressure is needed to prevent movement and minimise bond gap.  Cure can be 
achieved within 10 seconds in most cases. 

 
 
 
 
 
 
 



 
 
 
STORAGE: 
Store products out of sunlight in original container.  Do not mix with used product with unused product.  The 

expected shelf life is 6 months, stored at room temperature between 5 and 25°C.   
 
HEALTH AND SAFETY: 
Bonds skin and eyes in seconds.  In the event of bonded skin soak with water and gently peel apart with a 

blunt object.  Avoid prolonged contact with skin, especially if sensitive, bruised or lacerated.  Wash splashes of 
adhesive off skin with soap and water.  Eyes should be protected from inadvertent splashes.  In case of eye 
contact, flush immediately with water and seek medical attention.  If large amounts of adhesive are spilled onto 
certain materials such as paper or cotton, very rapid curing takes place.  Contaminated clothing should therefore 
be removed as soon as possible to avoid burns to skin. 

 
PACK SIZE: 
Available in 20g bottles. 
 
Whilst all reasonable care is taken in compiling technical data on the use of the company’s products, all 

recommendations or suggestions regarding the use of such products are made without guarantee since the 
conditions of use are beyond the control of the company.  Its is the customers responsibility to satisfy 
themselves that each product is fit for the purpose for which he intends to use it, and that the actual conditions 
for use are suitable. 

 
HEALTH AND SAFETY: 
 
1. IDENTIFICATION: Ethyl Caynacrylate Adhesives. 
 
COMPANY IDENTIFICATION: 
Directa (UK) Ltd, 
Cold Norton, 
Essex. 
CM3 6UA 
Tel: 01621 828882 
 
2. COMPOSITION/INFORMATION ON INGREDIENTS: 
Component   % By Weight – CAS   Risk Phrases 
Ethyl-2-cyanoacrylate  88.2% - 7085-85-0   Xi;R36/37/38 
Polymethylmethacrylate  11% - 9011-14-7    
 
3. HAZARDS IDENTIFICATION: 
IRRITANT-Symbol; Xi 
Irritating to eyes. 
Irritating to respiratory system. 
Irritating to skin. 
Wear eye/face protection. 
 
4. FIRST AID MEASURES: 
Inhalation: Remove subject to fresh air and rest.  Seek medical advice if conditions do not improve. 
 
Skin contact: Remove contaminated clothing.  Accidentally bonded skin should be gently peeled apart using a 
blunt object.  Do not force fingers to separate.  Wash affected area with soapy water, separation should occur 
within 1-4 days, seek medical attention if irritation persists. 
 
Eye contact: Irrigate eyes with clean water for at least 15 minutes.  Take care not to wash chemical from one 
eye to another.  Seek medical advice immediately. 
 
Ingestion: Give plenty of water to drink.  Beware of aspiration if vomiting occurs.  Do not induce vomiting.  
Seek medical advice immediately. 
 
 
 
 
 
 



 
 
5. FIRE FIGHTING MEASURES: 
Extinguishing media: Water, Foam, CO2, Dry Powder. 
Combustion Products: Toxic substances are produced when substance is involved in a fire including CO and 
CO2. 
Do not breathe decomposition products and fumes.  Use approved self-contained breathing apparatus.  Wear 
fire retardant clothing.  Wear eye protection.  Fires should only be dealt with by trained personnel. 
Use water spray to cool containers.  Prevent runoff from fire control from entering waterways. 
 
6. ACCIDENTAL RELEASE MEASURES: 
Personal Protection: Ventilate area.  Isolate spillage.  Wear suitable respirators for large spillage’s and in 
confined spaces.  Wear rubber loves.  Use eye protection such as goggles to BS2092 Chemical Grade. 
 
Environmental Precautions: Do not allow spill to enter drains or watercourses. 
 
Methods for Cleaning up: Contain and absorb spillage with sand, absorbent granules or earth.  Scoop up and 
place in metal drum then dispose in accordance with local authority regulation. 
 
Disposal Considerations: In accordance with Local Authority Regulations.  Classed as special waste. 
 
7. HANDLING AND STORAGE: 
Handling precautions: Avoid skin contact.  Avoid eye contact.  Avoid inhalation of vapour.  Ensure adequate 
ventilation.  Use local extraction equipment where possible.  Eliminate sourced of ignition.  Wear suitable 
protective clothing.  See section 8. 
 
Storage: Store in tightly closed labelled containers.  Store in original containers.  Store upright in cool, dry 
place at temperatures below 18°C and preferable between 0 and +5°C.  Atmosphere relative humidity should 
be maintained at 50-60% 
 
Shelf Life: One year when stored at temperatures between 0 and +5°C.  Six months when store at 
temperatures between +5 and +25°C. 
 
8. EXPOSURE CONTROLS/PERSONAL PROTECTION: 
Occupational Exposure Limit:  Not Assigned 
Biological Exposure Limit: Not Assigned 
Ventilation:   Use in well ventilated areas.  Mechanical control takes precedence. 
Respiratory Protection:  If excessive inhalation is likely, use suitable respirators. 
Eye Protection:   Safety glasses or goggles are recommended such as EN166 chemical grade. 
Hand Protection:  Wear Rubber Gloves. 
Skin Protection:   Keep skin covered. 
 
9. PHYSICAL AND CHEMICAL PROPERTIES: 
Appearance:   Clear or coloured liquid/gel. 
Colour:    Various.  Normally clear. 
Odour:    Pungent. 
Melting Point:   <-30°C 
Boiling Point:   336-38°C (at 0.13 mbar) 
Flash Point:   83°C 
Flammability:   None 
Volatile Content:  0% 
Autoflammability:  N/D 
Explosive limits:  UEL: N/A 
    LEL: N/A 
 
Oxidising Properties:   
Vapour Pressure:  N/A 
(of principle component) 
Relative Density:  Approx. 1.0 
Solubility in Water:  Insoluble and immiscible 
Solubility in Fat:   
Viscosity:   Various 
 
 
 



 
 
10. STABILITY AND REACTIVITY: 
Stable at room temperature. 
Conditions to avoid: High temperatures.  Sunlight. 
Materials to avoid: Oxidising agents, water, alcohol, amines and peroxides. 
Hazardous decompositions products: Not known 
Hazardous exothermic polymerisation may occur. 
 
11. TOXICOLOGICAL INFORMATION: 
Routes of exposure: Inhalation, skin and eye absorption, ingestion. 
Health effects: Irritating to eyes, skin and respiratory tract. 
Acute effects: Profuse eye watering. 
Acute effects: Irritation and redness at the sight of skin contact. 
Acute effects from ingestion: Nausea, vomiting and stomach pain. 
Chronic effects: Kidney damage, liver damage. 
 
12. ECOLOGICAL INFORMATION: 
Ecotoxicity:    } 
Persistence:    } No specific data available. 
Bio accumulative potential:  } 
Mobility:    } 
 
13. DISPOSABLE CONSIDERATIONS: 
Do not discharge into drains or watercourses. Dispose as special waste in accordance with Local Authority 
Regulations.  (Special Waste Regulations 1996) 
 
14.TRANSPORT INFORMATION: 
UN Number: None   ADR/RID: 
UN Packing Group:   Hazard Code: None 
IMDG Class: None 
IATA Class: 
EmS: 
MFAG Number: 
 
15. REGULATORY INFORMATION: 
CPL Labelling 
Symbol: IRRITANT, Xi  
Hazard: IRRITANT 
Risk Phrases: Irritation to eyes.  Irritating to respiratory system.  Irritating to skin. 
Safety Phrases: Wear eye/face protection.  Keep out of reach of children.  Do not breathe gas, fumes, vapour 
or spray.  Avoid contact with skin.  Avoid contact with eyes.  In case of contact with eyes, rinse immediately 
with plenty of water and seek medical advice.  Bonds skin and eyes in seconds. 
 
Other mandatory Phrases: Contains: Cyanacrylate. 
Other regulation: Health and Safety at Work Act 1974. 
Control of Substances Hazardous to Health Regulations 1995. 
Environmental Protection Act 1990. 
Special Waste Regulations 1996. 
 
16. OTHER INFORMATION: 
Instructions to doctor: 
Other Information: Polymerisation is highly exothermic.  If large quantities of cyanoacrylate are spilled onto 
clothing the rapid polymerisation can cause burns so contaminated clothing should be removed immediately.  
Cyanoacrylate reacts rapidly with bases such as water, amines and alcohols with peroxides. 
 
No liability is accepted from the use of information contained within this MSDS since the customer’s 
treatment of the product is necessarily out of control.  
The data given above is based upon current knowledge and experience.  This safety sheet is intended to 
describe our terms of their safety requirements.  It does not guarantee the properties of the products described. 
 
DS233          29th March 2000 
 
 
 


