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TECHNICAL DATA SHEET: 

 

PRODUCT: Our Reference No. 160 

 

DESCRIPTION: Matt Finish polycloth. LDPE coated 

 

TECHNICAL DATA: 

Backing:      LDPE coated cloth 

Cloth Composition:   %   65 polyester,35 cloth 

Threads wrap and weft:  25mm x 25m  40x40x+/-1 

PE coating:    grs/m2 90+/-5 

Colours:     

 Grey,Black,White,Blue,Red,Yellow,green,brown. 

Surface treatment:     Release coated 

Weight(cloth+PE):   grs   125+/-10 

Thickness:(cloth+PE):   micron   220+/-15 

Thickness(total):   micron   315+/-25 

Adhesive type:      Natural rubber+syntheic resin 

Adhesive coating weight:  grs/m2   210+/-25 

Adhesive colour:     White 

Adhesion to steel:   grs/25mm  1000+/-150 

Tack(ball 14):    cm   less than 1 

Tack(ball 32):    cm   less than 12 

Holding power 1kg/25mmx250mm   min.600minutes,max.2mm slip 

Tensile strength:   kgs/25mm  15+/-2 

Elongation:    %   12+/-3 

Heat-resistance maximum  
o
C/min  85/180 

Application temperature  
o
C   0 to 35 

Service temperature   
o
C minus  15 to plus 50 

Shelf life(@21
o
C):   month   12 

 

*Test method:PSTC 

*With the exeption of outdoor performance,all test done at 21
o
C,65% RH 

 

STORAGE: Tapes stored below the minimum application temperature will require warming up 

to that level before use.Up to 24hrs may be required for this to take place. 

 

Application: 



Splicing, jointing, weatherproofing, export packaging, drum and keg sealing, spine binding. 

 

 

Except where indicated otherwise, the above figures are average values and should not be 

regarded as maximum or minimum values for specification purposes. The company reserve the 

right to improve products and change specifications which may alter performance. We advise the 

customer to test the material required to ensure the suitability of intended application. 

 

HEALTH AND SAFETY 

 

DESCRIPTION: 

Cloth material coated on one side with LDPE and on the other with a pressure-sensitive adhesive, 

the latter consisting mainly of resins and rubber-like materials. 

 

RECOMMENDED GENERAL USES: 

Carton Closing,Gaffa Applications,Flim Can Sealing,Jointing and Protection:See appropiate 

Product Information sheet for individual tapes.Where the product is to be used for any purpose 

other than that indicated on that product information sheet the use should be referred to the 

supplier. 

 

APPLICATION: 

Ensure that all surfaces to be bonded are dry, free from dust, grease and other contaminants. 

Surfaces to be bonded, and tape to be applied, should be at a temperature within the limits of the 

"Application Temperature" recommended in the relevant "Product Information Sheet". This is 

particularly important if the tape has been stored in a cold area. Apply the tape using the 

maximum amount of pressure possible, smoothing down to achieve 100% contact. 

 

Joins in rolls of tape may occasionally be found. Every endeavour is made to reduce these to a 

minimum but users should not rely on the tape being one continuous length. When using tapes 

that have a siliconised paper as an interleave, remove this paper from the floor area as quickly as 

possible to minimise the risk of slipping. Self adhesive tape is not a hazard to health providing it 

is used correctly. 

 

SKIN CONTACT: 

A good standard of personal hygiene should be maintained. Wash hands with soap and water 

after use and especially before handling food. The tapes have not been formulated and tested for 

prolonged skin contact and should not be used as a medical plaster or as a hand protection tape. 

People with sensitive skin or those concerned about skin abrasion should take suitable 

precautions, e.g. proprietary barrier cream or gloves. 

 

ACCIDENTAL INGESTION: 

Seek medical advice urgently. 

 

ACCIDENTAL EYE CONTACT: 

Seek medical advice urgently. 

 

STORAGE: 

Store in dry conditions, out of direct sunlight and keep out of reach of children.Store at the 

recommended storage temperatures and protect from dust,moisture,corrosive and solvent fumes. 

 



SHELF LIFE: 

1 year if stored in accordance with the recommended storage instructions,however for wider 

roll(greater than 300mm) and/or under more adverse conditions this period may be reduced.If in 

doubt contact your supplier. 

 

 

FIRE RISK: 

These tapes are combustible. For small fires use any common extinguishing method. If large 

quantities are to be stored seek advice from the local Fire Authority about fire-fighting 

equipment and procedures. This may include the need for air supply breathing apparatus. 

 

DISPOSAL: 

As combustible, non-toxic landfill. Because of its combustibility large quantities should be 

dispersed in small amounts over the landfill site. Incinerate only in purpose-built incinerators. 

This information is based on current knowledge and experience. Its purpose is to describe our 

tapes in terms of Health and Safety requirements and should not be treated as a specification. 
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