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TECHNICAL DATA SHEET 
 

Product: Clear Pallet Wrap with Extended Core  

Our Reference: 07512GWGB 

 
Supplier:                                                     
Directa UK Ltd 
Latchingdon Road 
Cold Norton 
Essex 
CM3 6UA 
Tel: 01621 828882 
head.office@directa.co.uk 
 

 Tolerance 

Film Width Nominal +/- 1% 

Roll Length Nominal +/- 5% 

Individual Roll Weight Nominal +/- 7.5% 

Spot Thickness Nominal +/- 20% 

Average Thickness Nominal +/- 7.5% 

Dart Impact Strength Not less than 55g 

Cling Pass 

Roll Profile Flush edge 

Core A variety of cores are available 

Colours and Additives A variety of colours an additives are available 

Product composition A blend of LLDPE (Linear low density 
polyethylene) & LDPE (low density 
polyethylene) 
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Storage The product should be stored in a dry place 
at a temperature not greater than 25 °C and 
not less than 10°C to maintain stability. 

Guarantee The product is fit for its intended use for 3 
months from the date of dispatch and 
therefore Directa UK Ltd is not able to accept 
claims after this date 

 
 
 
Additional Information:   
Information contained herein is produced in good faith and is believed to be reliable but is intended 
to serve as a guide only. Directa (UK) Limited and its agents cannot assume liability or responsibility 
for their requirements and adopt such precautions as required for the protection of personnel and 
property in the handling and usage of Directa (UK) Limited materials. 
 
 


